BB005x 8x 

Config Tool Upgrade Instructions

· CLOSE ALL PROGRAMS

· Connect the ADSL modem to your computer using both the serial cable (console port on the 
      ADSL modem) and the RJ-45 cable (Ethernet port on the ADSL modem).  DO NOT CONNECT 

      THE RJ-11 PHONE CABLE.

· Create three directories, one called Boot, one called Runtime and one called Config Tool.   

      Save the file named Boot8x.bin  to the Boot directory.  Save the file named Run8x.bin to the 

      Runtime directory.  Save the file named 8x Config Tool.zip to the Config Tool directory.  Unzip the 

      8x Config Tool.zip file and extract and save all of the files in the Config Tool directory.

· CLOSE ALL PROGRAMS
 

· If you have installed a previous version of the Config Tool, please remove it.
· Install the new BB005x 8.x Config Tool.
 

· You will need to change the TCP/IP properties for the network card.  In your Network   

      Neighborhood or My Network Places, please select the Properties for the network card that is in 

      your machine.  Select the IP address Tab and change the setting from Obtain an IP Address 

      Automatically to Specify an IP Address.  Change the IP Address to 192.168.7.2.  Change the 

      Subnet Mask to 255.255.255.0.  DO NOT change any other settings.  You may now need to 

      restart your computer depending upon  your Operating System.

· CLOSE ALL PROGRAMS
· Launch the BB005x 8.x Config Tool.  You will see the following screen:
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From the main screen, move your mouse cursor to an empty spot (gray area) and right click.  

· You will see the following screen:
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Click on Misc Settings.  

· You will now see the following screen:
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Beside where it says Boot Code, click on the small box with 3 dots in it.  Select the directory where you have saved the file named Boot8x.bin  and double click on it (the file name should now appear beside where it says Boot Code).  Beside where it says Runtime Code, click on the small box with 3 dots in it.  Select the directory where you have saved the file named Run8x.bin and double click on it (the file name should now appear beside where it says Runtime Code).  Click on OK.

· You will now see the following screen:
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Move your mouse cursor to an empty spot (gray area) and right click.   

· You will now see the following screen:
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Click on Upgrade Firmware.  Your ADSL modem will now be upgraded to the new      firmware.  

· You will see the following screen:
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This process can take up to 5 minutes (the Updating Progress blue status bar may pause for close to a minute towards the end of the firmware update procedure so please be patient).  When the Updating Progress blue status bar (Updating Progress) has disappeared, the upgrade will be     complete.  Close the ADSL Config Tool.  Turn the modem off, wait 5 seconds and then turn the modem back on.

· Please  read the file named BB005x 8x - Web Browser Configuration Instructions.

